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Moglice comes in fluid, semi and putty forms 
and can be used to quill bores, ways, 
bushings, nut threads, spheres, cones, tapers, 
or any other shape.

Rigging and turning normally associated 
with precision fitting are all but 
eliminated. Time is saved and the chance 
for accident is reduced.

Moglice has its own adhesion properties. It 
conforms to adhesion surface irregularities. 
It can be adhere to all metals and many 
composites such as phnolic. A rough 
adhesion surface increases bond area. 
undercuts mechanically key the Moglice into 
the adhesion surface.

The Moglice Molding Method achieves 
precision alignments by positioning 
components in proper relation to each other 
on jack screws or temporary shims. Moglice 
Putty, Semi or Fluid is applied in the void 
between the two components and allowed to 
cure. The cured surface of the Moglice will 
bebe an exact replica of the guide way. The 
procedure results in a full bearing condition 
and highly accurate alignments, eliminating 
machining and scraping to fit.

Saddle for Gray floor type
HBM finished with oil
grooves molded in,
completed in 3 days.

Moglice on the table
ways of a new
Mattison grinder

Niles planer table
molded to bed ways in

 2 days
Mixing Moglice Putty

Lucas HBM saddle
being injected with 
Moglice fluid

Bedways for 18ft.
Froriep VBM molded 
from table in 2 days
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